XH,

LC Quad Adapter

LC/PC ,LC/APC Quad Adapter

Description

LC Quad Adapter can be instead of four simplex adapters,
can significantly reduce the product size, suitable for all 6‘66
kinds of compact module installations.

Feature

- Panel clip for easy installation
- Available in several standard colors

8354 3334 2234 hbdA

- Available without flange or with flange, saving panel space
- All parts compliant with ROHS L& Qe ek

- Compliant with Telcordia and IEC

Application

+ Telecom network

- Ethernet network

+ Optical communication equipment
- Local Area Networks(LANS)

- Data processing networks

Specification:

m Mechanical resistance Repeatability Operating Temperature

SM/PC <0.2dB 100-300g <0.2dB(500times) -40°C ~+85C
SM/APC <0.2dB 100-300g < 0.2dB(500times) -40°C ~+85°C
MM/PC <0.2dB 100-300g < 0.2dB(500times) 40°C ~+85C

ADD: 2/F,Bldg B,Jin'ao Industry Park,No.35 Jikeng Rd,Dashuikeng,Fucheng Str,Longhua District,Shenzhen,China
Tel : +86 755 36822625 Email: nicole@xhopto.com Website : www.xhopto.com
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1 Body 1 PC Technical Reqyirementsz
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2.The dimensions showing on the drawing are just for reference Check Henry  |Drawing No:
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LC 4cores adapter (SC type) without flange

.|Materia name| Q'ty Materia name note Titte |LC 4cores adapter without flange
1 Body 1 PC Technical Requirements:
2 Part 1 ) PC 1.Performance index: I1L<0.2dB Drawing Steven ltem No
3 Part2 5 bC 2.The dimensions showing on the d?awing are just for reference. Check Henry Drawing No:

3.No dust cap showing on the drawing. —
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